








Y562 Y567 Y568 Y569

HELSINKI PEAR PALERMO WALNUT CALABRIA WALNUT MILANO WALNUT
Y566 Y757 Y758 Y529

CAMPANIA WALNUT NORDIC BEIGE NORDIC RED VIKING OAK
Y695 Y693 Y528 Y694

BILINGA KARARO ALBORG OAK MUKALI

Y519 Y564 Y565

LAPLAND OAK VERONA WALNUT VERONA WALNUT




REQUREMENTS FOR
RAW CHIPBOARD P2 (P3)

Thickness 10+12 >13+20 > 20+24 LVS-EN 324-1
Density kg/m3 680 670 (710) 660 LVS-EN 323
Density tolerance % +10 LVS-EN 323
Thickness tolerance mm +0,3 LVS-EN 324-1
Length, width tolerance mm +5 LVS-EN 324-1
Rectangularity tolerance mm/m 2 LVS-EN 324-2
Bending strength N/mm2 14 (15) 13 (14) 11,5(12) LVS-EN 310
Modulus of elasticy in bending N/mm2 1800 (2050) 1600 (1950) 1500 (1850) LVS-EN 310
Internal bond N/mm?  10-12 mm 13-16 mm 21-24 mm LVS-EN 319
0,35 (0,45) 0,30 (0,45) 0,25 (0,40)
Surface soundness N/mm?2 0,8 0,8 LVS-EN 311
E-1 Formaldehyde content mg/100g <8 LVS-EN 120
Humidity % 5+13 LVS-EN 322

INFORMATION ABOUT LOADING AND
PACKING OF FINISHED GOODS *

I I I S
Thickness (mm) Pcs./pallet m? Pallet Density kg/m?3

10 59 297 2,97 1 3266 32,66 720 23516 2134
12 48 242 2,90 11 2657 31,89 629 22065 2006
15 39 196 2,94 11 2159 32,38 673 21795 1981
16 38 191 3,06 1 2104 33,66 677 22786 2071
18 35 176 3,17 11 1938 34,88 662 23087 2099
22 29 146 3,21 11 1605 35,32 657 23204 2109
24 27 136 3,26 1 1495 35,87 660 23675 2152

* Producer has a right to change technical specifications without prior notice




REQUREMENTS FOR MELAMINE
FACED CHIPBOARD ACCORDING
B-21-2004 BOLDERAJA LTD

Mechanical properties
Board thickness (mm) Bending strenght (N/mm?) Internal bond (N/mm?)

10 13 0,40
12 14 0,35
13-16 13 0,30
17-21 13 0,28
>20 11,5 0,25

DIMENSION

TOLERANCES

Nominal dimensions Max. deviations

Thickness (mm) up to 20 +0,5

-0,3

above 20 +0,5

-0,3

Width and Lenght (mm) +5,0
Rectangularity (mm/m) no more than +2

INFORMATION ABOUT LOADING
AND PACKING OF FINISHED GOODS *

Thickness (mm) Pcs./pallet m?2 m?3 Pallet m?2 m3  Density kg/m? kg kg/pal.

10 59 297 2,97 11 3266 32,66 720 23516 2134
12 48 242 2,90 11 2657 31,89 692 22065 2006
15 36 181 2,72 11 1993 29,89 673 20118 1829
16 36 181 2,90 11 1993 31,89 677 21587 1962
18 30 151 2,72 11 1661 29,89 662 19789 1799
22 26 131 2,88 11 1439 31,66 657 20804 1891
24 23 116 2,78 11 1273 30,56 660 20168 1833

* Producer has a right to change technical specifications without prior notice




MFC & RCH DIMENSIONS & PACKAGING DATA

2750 x 1830
Thickness (mm) 10 12 15 16 18 22 24
Quantity in packaging 59 48 36 36 30 26 23

2440 x 1830
Thickness (mm) 10 12 15 16 18 22 24
Quantity in packaging 59 48 36 36 30 26 23

LTD BOLDERAJA LTD Gubernciema 7, Riga LV-1016, Latvia EDE
Phone: +371 67430147 Fax: +371 67430176 BUREAU VERITAS

Certification

N 205002A

office.bolderaja@bolderaja.lv www.bolderaja.lv




